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Width of Suspender ZCS
Socket Base

Total thickness

of shim plates

and anchor plate

Suspender Socket
(see Note 2)

Working Point
(see Note 5)

Girder Face A
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NOTES:

see 'Suspender Layout'" sheets. Angles Z are
measured with respect to the top of [A].

For suspender socket details,
Socket Details" sheet.

see ''Suspender
MT I

to bear
For closure plate details, see "Suspender
Bracket Details No.4" sheet.

For split collar details, see "Suspender Bracket
Details No.5" sheet.

For Working Point details,
Layout No. I" sheet.

see 'Suspender

location.
be

Suspender § varies with bracket
Cutouts and bolts in flange PL shall
placed with respect to suspender (.

The Contractor shall provide the specified shim pack
thickness for erection adjustment as directed by the
Engineer, and to provide future tension adjustment
for a LRT. The Contractor may add additional shims
as part of his fabrication methods, subject to
approval by the Engineer.

150 mm shim pack shall
through PP102.

be provided at PP70

9., Shim plate thickness shall be 10 mm each.

Zﬁ& |0. The diameter of holes in bearing plate for socket
rods shall be 4 mm greater than the rod diameter.

I'l.Socket rods shall be prestressed to 0.5 Fy.
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I2.Fillet weld size shall be 10 mm for type |
suspender brackets and shall be |5 mm for
type 2 suspender brackets.
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